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PS- -
Length (in Feet):
Examples -
4 = 4 ft.

6 ft.6 = 

Alloy:
Stainless SteelBLANK = 

Alloy 600 (Inconel)A = 
Alloy C22/C276 (Hastelloy)C = 
253MAD = 

Heater:
BLANK = No Heater

HeaterH = 

Pitot Quick Connect:
BLANK = 1/4” Instrumental QC

3/8” Instrumental QCQS6 = 

Voltage/Power Plug Options:
BLANK = 120V (5-15) (Domestic)

120V (International)C14 = 
240V (International)C14V = 

Pitot Length:
M#### = MPT Length ( in Millimeters)

Pitot Length Chart

Product
Standard 

Pitot Length (mm)
Probe w/ Oversheath 

Pitot Length (mm)
Application

Probe Base
SFA-47 Filter
SFA-300
SFA-2590
PM2.5
PM10
PM2.5/10

181
225 (Offset)
320 (Offset)
308
181 (Offset)
255 (Offset)
425 (Offset)

133
177 (Offset)
272 (Offset)
260
133
207 (Offset)
377 (Offset)

Method 5
Method 17
Method 17
Method 17
Method 201A
Method 201A
Method 201A

Over Sheath Options:
BLANK = No Over Sheath

2” Over SheathO2 = 


