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AND CENTERED ON UNIT 
(602.2)
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MANEUVERING CLEARANCE NOTES:
1. DOORS, DOORWAYS AND GATES PROVIDING USER PASSAGE 

SHALL COMPLY (206.5)
2. ADJUST DOOR CLOSER SO THAT THE DOOR TAKES AT LEAST 5 

SECONDS TO MOVE FROM 90 DEGREE OPEN POSITION TO 12 
DEGREES FROM LATCH (404.2.8)

3. FIRE DOORS SHALL HAVE A MINIMUM OPENING FORCE 
ALLOWABLE BY THE BUILDING AND FORE CODES. OTHER 
INTERIOR DOORS, 5 POUNDS MAXIMUM. (404.2.9)

4. MANEUVERING CLEARANCES ARE REQUIRED AT AUTOMATIC 
DOORS UNLESS DOOR OPERATION HAS STANDBY POWER 
(404.3.2)MANEUVERING CLEARANCES

Ref. Section 404.2.3
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3. A CLEAR FLOOR SPACE IS REQUIRED AT ANY DEVICE WITH AN OPERABLE PART 

{309.2}
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NOTES:
1. PROTRUDING OBJECTS SHALL NOT REDUCE THE 

REQUIRED WIDTH OF AN ACCESSIBLE ROUTE 
(307.5)
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SHALL COMPLY w/ SECTION 307 (204.1)
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NOTE:
ANY OPERABLE PART OF 
ANY DEVICE SHALL BE 
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REACHES SHOWN (309)
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CARPET PILE THICKNESS

NOTE:
CHANGES IN LEVEL GRATER THAN 1/2" SHALL BE RAMPED, 
AND SHALL COMPLY W/ SECTIONS 405 AND 406. (303.4)
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OPENINGS IN FLOOR OR GROUND SURFACE

Ref. Section 302.3

FLOOR & GROUND SURFACES
Ref. Sections 302 & 303
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