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Ref. Section 404.2.3

NOTES: 10"-24"
1. PROTRUDING OBJECTS SHALL NOT REDUCE THE N N
REQUIRED WIDTH OF AN ACCESSIBLE ROUTE g S ‘V = l N
(307.5) y ~ s N N— A
2. PROTRUDING OBJECTS ON A CIRCULATION PATH o~ = % 57
SHALL COMPLY w/ SECTION 307 (204.1) 7 L ] 3 x < %
5 A 2l 2 g 2
11" MIN 25" MAX. S 3
N ] (a) (b) ! ‘
| CLEAR ELEVATION PLAN
PROTECT SHADED N A 4" MAX. Fig. 306.3 ®
WIDTH ig. 306. .
AREA FROM CROSS- > | . KNEE CLEARANCES Fig. 308.3.2
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Fig. 307.3 (a) Fig. 307.3 (b) CANE DETECTION AREA 7 %
POST-MOUNTED PROTRUDING OBJECTS 6" MAX -
- [ee]
Fig. 307.5 Fig. 307.2 (a) <
VERTICAL CLEARANCES LIMITS OF PROTRUDING OBJECTS ELEVATION PLAN N
Fig. 306.2
TOE CLEARANCES
PROTRUDING OBJECTS Fig. 308.3.1
- KNEE AND TOF CI FARANCES UNOBSTRUCTED SIDE REACH
Ref. Section 307 Ref. Section 306
—24" MAX >20"-25"
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NOTE: DRINKING FOUNTAIN N
CHANGES IN LEVEL GRATER THAN 1/2" SHALL BE RAMPED, 15" MIN. NOTES: > o
AND SHALL COMPLY W/ SECTIONS 405 AND 406. (303.4) 5" MAX. < <
CLEAR 72 1. KNEE & TOE CLEARANCE = :
FLOOR { PROVIDING WITH 306 ¥ J
SPACE SHALL BE PROVIDED 7& R N
(602.2)
N — — (@ (b)
2. WHERE A DRINKING N : .
LONG DIMENSION § DRINKING FOQNTA”\' SPOUT FOUNTAIN IS REQUIRED, ; SLIDIN(?-].)DOOR oasiEU?:?E;ﬂGH
PERPENDICULAR TO . < LOCATION  Fig. 602.5 TWO SHALL BE PROVIDED; I I FORWARD REACH
ROUTE OF TRAVEL o é = ONE HIGH & ONE LOW B © ¢
24 N 2" MIN.
= 5 //1/2" MAX. = 211.2) ) 3
L 2 = 2 N
= 1 < 7 i == TS S e e 7
A !
: LT : o
% | S LS| y OSITIONED FOR HINGED DOOR FOLDING DOOR =2 ANY OPERABLE PART OF
? e o o Z ANY DEVICE SHALL BE
L | Z?\IF;WCAET\IDT SRZER(SANCSNIT > INSTALLED WITHIN THE
OPENINGS IN FLOOR OR GROUND SURFACE Fig. 303.3 Fig. 302.2 Ref. 602.7 Ref. 602.4 (602.2) o REACHES SHOWN (309)
Ref. Section 302.3 CHANGES IN LEVEL CARPET PILE THICKNESS DRINKING FOUNTAIN GUTLET .
HEIGHTS Fig 308.2.1
UNOBSTRUCTED
FORWARD REACH
FLOOR & GROUND SURFACES DRINKING FOUNTAIN CLEAR WIDTH OF DOORWAYS REACH RANGES
Ref. Sections 302 & 303 Ref. SECTION 602 Fig. 404.2.3 Ref. Section 308
AT
APPROACH APPROACH
CLEAR FLOOR SPACE NOTES: NS . LA
1. DOOR SHALL BE PERMITTED TO SWING INTO TURNING SPACES {304.4} w . P % 1o APPROACH
2. ONE FULL UNOBSTRUCTED SIDE OF THE CLEAR FLOOR SPACE MUST ADJOIN AN z S = S N
ACCESSIBLE ROUTE OR ANOTHER CLEAR FLOOR SPACE {305.6} p = 5 { ? MN ~ 5
3. A CLEAR FLOOR SPACE IS REQUIRED AT ANY DEVICE WITH AN OPERABLE PART e % © - s A
N {309.2} o — 5 — S 2 18" MIN.
S : =z TN —
" " " < = 51( [ I
. 2", 36 a2t | s 2 R
® 7 7 o : © E—
< MIN.  MIN. “MIN L X @
| | <. 2 ©
a e A (a) (a) (b) FRONT APPROACH, PUSH SIDE; (a)
N . L FRONT APPROACH, PUSH SIDE ' '
< .z | | 58 FRONT APPROACH FRONT APPROACH, PULL SIDE DOOR w/ BOTH CLOSER & LATCH PULL SIDE
S \ \ -
~ L
r ] S Ta N APPROACH
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s | Z \ 2y N .
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Fig. 304.3.2 Ref. 304.3.2 < 48" < 48" N -
T-SHAPED SPACE IRCULAR SPACE .
o« S SPAC CIRCULAR SPAC Fig. 403.5.2 (a) Fig. 403.5.2 (b) (©) (@) (€)
TURNING SPACE SIDE APPROACH HINGE APPROACH, PULL SIDE HINGE APPROACH, PULL SIDE 0 o)
; Ref. Section 304
= CLEAR WIDTHS AT 180 DEGREE TURNS HINGE APPROACH, PUSH SIDE PUSH SIDE
o S
S 30" N i N
LN |
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Fig. 305.7.1 Fig. 305.7.2 | Z ¢
9 '9 als® (© (h) (i)
N POCKET OR HINGE APPROACH o) LATCH APPROACH, PULL SIDE LATCH APPROACH, PULL SIDE; ©
C
CLEAR FLOOR SPACE IN ALCOVES SN HINGE APPROACH, PUSH SIDE; DOOR w/ CLOSER PUSH SIDE:
N 45" | | CLEAR WIDTHS DOOR w/ BOTH CLOSER & LATCH DOOR w/ BOTH CLOSER & LATCH
V4 V4 _
- 7 A } } Fig. 403.5.1 NG N MANUAL SWING RECESSED DOORS & GATES
2 R : : | | ‘ ‘ ] _ ) . DOORS 8t GATES Fig 40423
5 o ™ A | \ = ACCESSIBLE ROUTE NOTE: % oy 2 g o o Fig 404.2.4.1
< Q| \ \ \ \ \ THE SLOPE OF A WALKING SURFACE ALONG AN £ - 24" 2 24" 2
| LT | LTI y : MIN. % o / \ & 7 \ &
NI L= s | A s = 5= | ACCESSIBLE ROUTE SHALL NOT BE STEEPEB THAN 1"20 g @ ?%MN % %%MN % MANEUVERING CLEARANCE NOTES:
30" AND CROSS SLOPES SHALL NOT EXCEED 1:48 (402) R — —— | =& - - 1. DOORS, DOORWAYS AND GATES PROVIDING USER PASSAGE
7 7 B SHALL COMPLY (206.5)
) 2. ADJUST DOOR CLOSER SO THAT THE DOOR TAKES AT LEAST 5
CLEAR FLOOR SPACE FORWARD APPROACH PARALLEL APPROACH STOP OR LATCH APPROACH SDEECG?{’:I?SSFL%I\,\//IKEXECFI—TZI\S 49; 8')3EGREE OPEN POSITION TO 12
Fig. 305.3 Fig. 305.5 () Fig. 3055 (b) 3. FIRE DOORS SHALL HAVE A MINIMUM OPENING FORCE
(@) DOORWAYS w/o DOORS, SLIDING (i) (k) ALLOWABLE BY THE BUILDING AND FORE CODES. OTHER
DOORS, GATES & FOLDING DOORS LATCH APPROACH, PUSH SIDE LATCH APPROACH, PULL SIDE; INTERIOR DOORS, 5 POUNDS MAXIMUM. (404.2.9)
Fig 404.2.4.2 DOOR w/ CLOSER 4. MANEUVERING CLEARANCES ARE REQUIRED AT AUTOMATIC
Door & Gates in Series MINIMUM CLEAR FLOOR SPACE ACCESSIBLE ROUTE DOORS UNLESS DOOR OPERATION HAS STANDBY POWER
Ref. Section 304 & 305 Ref. Section 402 MANEUVERING CLEARANCES (404.3.2)
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